EAST JORDAN NO. 1020 FRAME (OR
APPROVED EQUAL) AND SOLID LID WITH
CONCEALED PICKHOLES AND
WATERTIGHT GASKET. LID SHALL HAVE
THE WORDS "CITY OF BATAVIA
SANITARY SEWER” (SEE SANITARY

CONTOURED TOP BAND MANHOLE LID DETAIL)

RUBBER SLEEVE SEE CHART

BELOW

BOTTOM BAND PROVIDE MIN. 3" VERTICAL

SEALING SURFACE

EXTERNAL CHIMNEY SEALS
TO SPAN CHIMNEY HEIGHTS OF:

0" — 3" NARROW (77) SEAL ONLY

OVER 3" — 77 STANDARD (117”) SEAL ONLY

OVER 7" — 15" STANDARD SEAL + EXTENSION
NOTE:

EXTERNAL CHIMNEY SEALS SHALL BE INSTALLED ON ALL
SANITARY SEWER MANHOLES.

—_

2. EXTERNAL CHIMNEY SEALS SHALL BE MANUFACTURED BY
CANUSA (WRAPIDSEAL) OR PRE—APPROVED EQUAL.

3. CHIMNEY SEALS SHALL BE INSTALLED IN ACCORDANCE WITH
THE MANUFACTURER'S INSTRUCTIONS.

CITY OF BATAVIA [ EXTERNAL CHIMNEY SEAL DETAIL
CITYOF PUBLIC WORKS DEPARTMENT
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